Customer: “Bulat-M LLC”

RUSSIA, 423800, Tatarstan, Nab.-Chelny, Motornaya, 52

TO: ACETARC Engineering, UK Date: 2019/12/4
Dear Sirs,

Please send us the quotation for as follows.

L. The teapot-spout Ladle for steel — 1 off. Capacity: 1000 kg. With two counterweights
on the side-arms; 1 off drawing of the Lining Former.

II. The Vessel Propane Gas Vertical type Pre-heater for the teapot-spout 1tonne Ladle
with the lining drying option up to 900 °C — 1 off.

Characteristics
- Type of Gas: Propane
- One vessel capacity: 50 litres
- In-coming gas pressure: 70 mbar
- The Preheater must provide the following modes of the rammed lining drying:

1. Mode #1:
- Heating-up to 150 °C and holding during 4 hours
- Heating-up from 150 °C to 300 °C and holding during 4 hours
- Heating-up from 300 °C to 900 °C and holding during 6 hours

2. Mode #2:
- Heating-up to 800-900 °C during 3 hours

Please advise in your quote the following information:
1. Type of the burner
2. Gas consumption
3. Lead time
4. Payment terms
5. Please quote in EUR

Sincerely Yours
Chief Engineer Andrew V. Kokoulin




